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REPORT No. 328

WATER PRESSURE DISTRIBUTION ON A TWIN-FLOAT SEAPLANE

By F. L. THOMPSON.

SUMMARY

The investigation reported herein was conducied by the National Adrisory Committee for
Aeronautics at the request of the Bureau of Aeronautics, Navy Department. This is the second of
a series of investigations to defermine water pressure distribution on rarious types of seaplane floats
and hulls, and was conducted on a twin-float seaplane. It consisted of measuring water pressures
and accelerations on a TS-1 seaplane dumng numerous landing and taxiing maneurers al rarious
speeds and angles. .

The results of this mz:eshgatwn show that water pressures as great as 10 lbs. per sq. in.
may occur at the step in rarious maneurers and that pressures of approximately the same magnitude
occur at the stern and near the bow in hard pancake landings with the stern well down. At other
parts of the float the pressures are less and are usually zero or slightly negative for some distance abaft
the step. A maximum negative pressure of 0.87 1b. per sq. in. was measured immediately abaft
the step. The maximum pogitire pressures have a duration of approximately one-twentieth to one-
hundredih second at any giren location and are disiributed over @ very limiled area at any particular
instant. The greatest aicelerations measured normal to the thrust line at the c. g. occurred in pancake
landings, and @ maximum of 4.3 g. was recorded. Approximate load distribution curves for the
worst landing conditions are dericed from the data obiained to serre as a guide in static tests.

INTRODUCTION

There is but little known concerning the magnitude and distribution of water pressures on

seaplanes when landing or taxiing on either smooth or rough water. Consequently, the size and
arrangement of structural members that make up a seaplane float are based on experience with
previous successful designs rather than on definite information as to the forces to be encountered.
Floats that are undamaged in operation are sufficiently strong, but knowledge of the actual
water pressures encountered is needed before structural weight can be safely reduced to a
minimum.

At the request of the Bureau of Aeronautics, Navy Department, a series of investigations
to determine water pressures on various types of seaplane floats are being made. The investi-
gation reported herein is the second in this series and was conducted on a twin-float seaplane.
The first investigation was conducted on the UO-1 single-float seaplane and has been previously
reported. The third investigation is to be conducted on & boat-type seaplane.

A TS-1 twin-float seaplane was used, and positive water pressures were measured at 15
stations on the outboard half of one float bottom. Subsequent to the positive pressure measure-
ments, negative pressures were determined at five points abaft the step and one forward. The
apparatus used for measuring p051t1ve pressures was the same as that used in the previous inves-
tigation (reference 1), with some minor changes. Additional instruments were used to record
accelerations normal to the thrust line at the c. g. of the seaplane and to measure, approximately,
accelerations of the float bottom.

The tests included numerous taxiing and landing runs at various speeds and attitudes
except that negative pressure meessurements were confined to take-off runs. Simultaneous
records of the water pressures at all stations, the air speed, float angle, and acceleration were
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obtained. The average wind velocity was also determined with an anemometer while testing
was in progress so that the water speed could be computed.

This report includes a brief description of the instruments and apparatus used in the tests,

g description of the test procedure, the results obtained and conclusions reached. The complete

deta are presented in tables and are summarized by a table and curve showing the distribution

of maximum pressures over the float bottom. In addition, there are curves showing the manner

in which water pressures act on the float bottom and apprommatwload distributions for hard

pancake landings.
APPARATUS AND METHOD

APPABATUS

These tests were conducted on a TS-1 twin-float-seaplane. (Fig. 1.) It is a single-place
biplane that may be equipped with either floats or wheels. As a seaplane it has aspecified gross

FiGURE 1.—T8-1 seaplane on which the tests were conducted

weight of 2,123 potinds. The weight of the research equipment used in the tests was such that
it was necessary to reduce the fuel load one-half to keep the gross weight as specified. It was
found that the landing speed was from 60 to 65 M. P. H. for a normal landing.

The floats are of wooden construction and are shaped as shown in Figure 2. The step is 2
inches high at the keel; the angle of the after keel is 5%°; and a line from the bottom of the step
to the stern makes an angle of 7° with respect to the deck line. .The deck line is parallel to the
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F1oURE 2.—T8-1 float lines

thrust axis and ng chords. The angle of V is 17° at the bottom of the step and increases slightly
toward the bow giving a fairly flat entry. Abaft the step the angle of Vis 16°. N egatlve pressures
were measured on a float of slightly modified slrape. The prmmpal differences are in the step
which is three inches high, and the after keel angle, which is 4°.

The research equipment included the following instruments and apparatus:
A single-component recording accelerometer._. . . .
A float angle observer. .
Two recording manometers, ..
A swiveling Pitot-static air-speed head.
A motor-type electric timer.
A 4-element plunger-type accelerometer
Water-pressure apparatus, positive and negatlve
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WATER PRESSURE DISTRIBUTION ON A TWIN-FLOAT SEAPLANE 541

1. A description of the N. A. C. A. single-component recording accelerometer is given in
reference 2. This instrument records optically the deflection of & weighted cantilever spring.
The component of acceleration normal to the thrust line was measured with this instrument
during each run of the positive pressure tests.

2. Longitudinal float angles were recorded by photographing the shore line parallel to the
path of the seapIane with a small, motor-driven motion-picture camera rigidly mounted in the
fuselage. Five images per second were obtained. .

3. Two recording manometers with two pressure cells each were used. An instrument of
this sort with one pressure cell is described in reference 3 as the recording element of an N. A.
C. A. recording air-speed meter. It records optically the deflections of a diaphragm actuated
by the pressure to be measured. One of the four pressure cells thus provided was used to
record air speed in these tests. The other three were used to record pneumatic pressures used
with the water pressure apparatus.
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FIGURE 3.—Plunger-type accelerometer FIGURE 4.—Cross section of one element of accelerometer and diagram
of recording circuft

4. The swiveling Pitot-static air-speed head was located on a forward wing strut and was
connected to the air-speed recording pressure cell mentioned above.

5. Records were synchronized by timing lines at 1-second intervals with an N. A. C. A.
motor-type electric timer. An N. A. C. A. chronometric timer and the method of using it are
described in reference 4. The difference in these two instruments is only in the means employed
to obtain periodic electrical contacts. :

6. A plunger-type accelerometer with four elements was used to measure, approxlmately,
the acceleration of the float bottom planking. This was primarily for the purpose of deter-
mining the proper correction to apply to recorded water pressures for the effect of acceleration
of the water-pressure units. A photograph of this instrument is shown in Figure 3. It is
similar in principle to the accelerometer designed by Doctor Zehm. (Reference 5.) A cross
section drawing of one element and a disgram of the recording circuit and mechanism are given
in Figure 4. The four elements are similar but respond to different accelerations. The varia-
tion in sensitivity is obtained by varying the plunger weight and spring pressure. The elements
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were calibrated centrifugally, on a whirling table, and were adjusted to respond to accelerations
of 2¢, 4¢, 6¢, and 8¢, respectively. The record obtained is a line broken in steps which indicate
the number of plungers making contact. To. insure proper accuracy in recording short-period
accelerations, the contact clearance was set at 0.003 in¢h. The instruments was made as small
and light as practicable and weighed but 0.6 pound when ready for installation. It was mounted
on the right side of the bottom of the left float about 15 inches forwald of the step and in the
center of an unsupported bottom planking area. .

7. A detailed descnptlon of a water-pressure unit and the complete apparatus used. in
recording water pressures is given in reference 1. The water-pressure units operate on & prin-
ciple of opposing the force due to water pressure on one end of a piston by a force due to a known
pneumatic pressure on the other end. When the water force exceeds the pneumatic force the
piston makes an electric contact which is indicated in an optical record by deflection of the
record line. Four such pistons in each unit respond to different water pressures and cause
different deflections. . The range of pressures recordable depends on the pneumatic pressure
which can be varied as desired. Fifteen of these pressure units were installed in the left side
and seven in the right side of the hottom of the left float, as shown in Figure 5. As the water-
pressure recorder accommodates but 15 pressure units, all those on the left side were first con-
nected. The remaining seven units were to bé connected later to determine if an appreciable
difference in pressure existed between the two sides of the float battom. This was not done,
however, since the floats were in very bad condltlon at the completion of the tests with the
first 15 units. o : T . : :

Ficure 5—T8-) float bottom with pressire units installed
-

The only essential difference between the installation used in these tests and that used
formerly, as described in reference 1, is in the connection of all pressure unit recording circuits
in parsllel to a 6-volt storage battery instead of using independent circuits with a 1.5-volt dry
cell for each one. The electrical circuit for each pressure unit is similar to that of the plunger-
type accelerometer shown in Figure 4. . When this accelerometer was used it was connected to
the water pressure recorder in place of one of the water-pressure units.

Negative water pressures were recorded with two 2-pressure-cell recording manometers
as described above. They were connected to one-eighth inch diameter orifices in the float
bottom by metal tubing. Five orifices were located. abaft the step and one immediarely for-
ward, all on the same side of the float bottom. Each manometer accommodated two orifices,
so that only four orifices at a time could be connected.

The general arrangement of the instrument installation is shown in Figures 6, 7, and 8.
The water-pressure recorder is conspicuous in Figure 6. Two storage batteries are carried in
the forward compartment over the group of recording instruments which are shown more
clearly in Figure 7. Figure 8 shows the pilot’s'cockpit. The gauges, dial, and hand pump
are parts of the apparatus used in adjusting the pneumatic pressure applied to the water-

_pressure units. . One switch on the instrument board and one by the throttle control were
operated when making a run. The latter switch could not be left on more than three seconds,
which made it necessary to judge accurately the exact time to operate it when landing,

With instruments and installation as thus described, continuous records, synchronized at
1-second intervals, were obtained during each run. The length of the run, when measuring
positive water pressures, was limited to three seconds or less by the nature of the recording
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FIGURE 7.—Group of recording instruments In the lower part of the
fuselage
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arrangement. In the negative pressure tests the length of the records was not limited to so
short a period and continuous records of complete take-off runs were obtained. Air speed,
longitudinal float angle, acceleration, and water pressures were measured simultaneously during
each run, with the exception that during negative pressure tests, acceleration records were not
obtained. Positive water pressures were measured at all 15 stations simultaneously, and
negative pressures were recorded at six orifices in all, with only four connected at any one time.

Figure 8.—Interfor of the cockpit

METHOD

The maneuvers included taxiing at various attitudes and speeds up to get-away, stalled
landings with power off and power on, fast landings, pancake landings, and porpoising. Nega-
tive pressures were measured during take-offs with the control back, neutral, and forward,
respectively. Each negative pressure run was continuous from opening of the throttle to get~
away. The actual get-away when taking off with the control neutral or forward was accom-
plished by pulling the control back. The pancake landings were msde by stalling at a very
high angle several feet above the water. The seaplane showed a pronounced tendency to
porpoise, particularly when decelerating after landing, and water pressures were therefore
measured during this maneuver.

The wind velocity was determined with an anemometer while making tests so that the
approximate water speed could be obtained from the air-speed record. The tests were all
made in sheltered water where the maximum waves encountered were not more than 15 inches
high. The pancake and fast landings developed pressures which damaged the float bottom
80 maneuvers in rough water were not attempted. The pancake landings caused high local
pressures to occur over nearly the entire length of the float and also large total loads with the
maximum resultant force applied well forward of the ¢. g. This is probably similar to the
effect of encountering large waves, although the direction or magnitude of the resultant force
caused by waves might be such as to cause greater stresses in t.he structure, particularly if the
waves were not met head-on. -

Both floats were cracked at the step during the teshs The nght one was in poor condition
at the start and was damaged in a fast landing. The left float cracked in a pancake landing.
A landing made while making negative pressure trials was unintentionally hard and ruined
both floats, making it necessary to replace them both for the negative pressure tests.
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PRECISION OF RESULTS

The accuracy with which water pressures are recorded is discussed thoroughly in reference 1.
The two chief sources of error, as shown therein, liein the effect of acceleration on the movable
pistons of the pressure units, and in the method of bracketing the true pressure between limits
of a pressure exceeded and one not exceeded. The error caused by acceleration may be corrected
if the acceleration is known. The error due to bracketing is dependent on the closeness of the
pressure limits which varies for different pressure units. The true pressure should be considered
as the meean of the limits. For a representative case, the difference between the mean and the
limits was found to be about 9 per cent of the mean, but the accuracy of the mean for any par-
ticular case must be found from the actusl limiting pressures determined. A meximum
correction for acceleration should be based on an aceeleration of approximately 4 g, as determined
with an accelerometer in the float bottom. The computed maximum correction to be added
to the recorded pressure limits is then spproximately one-fourth pound per square inch.

The maximum pressures corrected as above are probably correct within less than =10
per cent.

The air-speed measurement is estimated to be accurate within 1 M. P. H.

The accuracy of the water-speed measurement depends on the accuracy of the air speed
and the accuracy with which the average wind velocity represents the actual wind velocity
when & run is made. The accuracy is estimated to be within +4 M. P. H.

The float-angle values are correct within =+ ¥°.

The accuracy of the negative pressure measurements is within +2 per cent,

The accelerations at the ¢. g. are considered to be accurate within +0.1 g.

The acceleration of the fioat bottom can only be approximated since it was determined
by limiting accelerations between values 2 g apart. The limits themselves have negligible errors.

RESULTS
POSITIVE PRESSCRES

The maximum pressures recorded during each run are given in Table I, accompanied by
a description of the maneuver, the air speed, longitudinal float angle, maximum acceleration,
condition of the water surface, and the approximate water speed. The locations of the pressure
stations are shown in a figure accompanying the table. For some stations the highest pressure
exceeded is not accompanied by an upper limit of pressure not esceeded. Where both limits
are given the true maximum pressure is considered to be the mean of the limits plus a corree-
tion of one-fourth pound per square inch for acceleration of the pressure unit, s mentioned in
the discussion of precision. Where only the lower limit is given the true maximum is con-
sidered to exceed this limit by three-fourths pound per square fnch, which includes the correc-
tion for acceleration and an assumed value of one-half pound per square inch based on a study
of the complete data and the limits that were established at other stations. The five highest
true pressures af each station are given in Table II with each pressure corrected as above,
although it is probable that the correction for acceleration is slightly excessive in some cases,
which would make the tabulated pressures a little greater than the actusal pressures experienced
for such cases. The maximum pressure for earh station as given by this table was used in
plotting the curve of Figure 9, which shows the distribution of meximum pressures over the
float bottom. _ '

The highest pressures occurred in pancake landings, very fast Jandings, and in fast taxiing
rups. The highest vertical accelerations, 4.3 ¢ and 3.8 g, oceurred in pancske landings. Accel-

erations in excess of 3 g also occurred in fast landings, and in one porpoising run in 12 to 15.

inch waves. In the latter run the gecceleration was 8.4 g; the water pressures, however, were
not obtained. The worst distribution of pressures occurred in the panceke landings. In these
maneuvers the float angle was large and the rate of descent was high. The result was high
pressure at the stern followed by high pressure at the step and later at the bow. The reason for
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this wide distribution of high pressures was the rotation of the seaplane caused by the force
abaft the ¢. g. and subsequently retarded by a force forward of the ¢. g. The shape of the float
and the location of the ¢. g. were such that the retarding force was developed suddenly by a
bigh pressure near the bow. During other maneuvers very high pressures were confined to
a region extending forward from the step a short distance. The distribution of maximum
pressures given by the curve of Figure 9 therefore closely represents the distribution in a severe
pancake landing.

The maximum pressures which have been discussed do not occur simultaneously over the
entire float bottom, but are confined toa small portion of the hottom at any particular instant,
and last only one-twentieth to one one-hundredth'second. In afew casesit has been possible to
determine accurgtely the duration end to trace the progress of pressure in excess of a certain
value as it travels over the float bottom. The duration and travel of the high pressure can
then be shown by curves as deseribed below.

The operation of the first piston of a water-pressure unit mdlcabes that the water pressure
has exceeded the minimum pressure which the pressure unit will record with the particular
internal pneumatic pressure used. The elapsed time during which this piston remains against
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FIGURE 9.—Distribution of maximum water pressures or the float bottom

its contact represents the duration of the water pressure in excess of that minimum. The
relative time at which the first piston. of each pressure unit operates is determined from the
water-pressure record. These values are used as ordinates in plotting a curve with distance
of the stations from the step as abscissas: Separate curves are drawn for stations along the
keel and salong the chine. To these ordinates increments are added which represent the dura-
tion of the pressure in excess of the minimum which each unit will record. Two pairs of curves
are thus obtained; one represents the travel and duration of pressure in excess of a certain mini-
mum along the keel, and the other does the same for stations along the chine. The difference
in time between the start of high pressure at the keel and chine at & given abscissa represents
the lag in transverse distribution of pressure due to the V bottom.

The procedure, as described above, was followed for two severe pancske landings, runs 55
and 56. The resulting curves are shown in (A) and (B) of Figures 10 and 11. The lag in
transverse distribution of pressure is noticeable in these curves. The minimum pressure re-
cordable was approximately 5 to 6 pounds per square inch for all stations during both of these
runs, and the curves therefore represent the travel and duration of pressure exceeding 5 to 6
pounds per square inch. At some stations this minimum pressure was not exceeded and the
pressure travel curves, therefore, could not be drawn for the portion of the bottom represented
by these stations.

In addition to the high pressure concentrated on a small area at a particular instant, there
is also a smaller sustained pressure over a large area to consider. The fluctuations in pressure
in a small fraction of a second are usually much greater than the range of pressures that the
pressure units will record at one setting of the internal pneumatic pressure. It is therefore
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necessary to determine the highest pressures for & maneuver in one run with the internal pres-
sure set for a high pressure range, and the 16w sustained pressures in a repetition of the maneuver T
with the internal pressure set for a lower recording range.
low pressures are recorded gives a basis for an assumption as to the sustained pressure to expect

A study of the records on which
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over a large area while a concentrated high pressure exists at any given location.
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Water speed 48 M. P. H., smooth water

A sustained pressure which continued for at least one-fourth second after the high pressure

had passed the stations was recorded at stations C, D, and H during pancake landing run 44.
This landing was similar to'the pancake landings, runs 55 and 56, for which the pressure travel
curves are given, with the exception that it was made on water with 10 to 12 inch waves and
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FIGURE 11.—Travel ofhighlocal pressure over the float bottom in pancake landing, run 56.

at 10 M. P. H. less water speed. The highest recorded acceleration at thee. g. (4.3 ¢g) was ob-
tained in this run and the float bottom was damaged at station B. The sustained pressure was
4.3 to 5.7 pounds per square inch at C, in excess of ¢ pounds per square inch at D, and 2.8 to
4.1 pounds per square inch at H. Af the same time it was less than 3.1 pounds per square inch
at A, 4.5 pounds per square inch at B, 4.3 pounds per square inch at E, and 2.5 pounds per square

Water speed 47 to 42 AL. P. H., smooth water
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inch at stations F, G, K, and L. During other maneuvers large sustained pressures were recorded
at some other stations. At-station A, 5.3 pounds per squsare inch was almost continuously ex-
ceeded, and at B 5.4 pounds per squsare inch was intermittently exceeded during taxiing run 24.
During taxiing run 20 a sustained pressure of 2.4 to 8.1 pounds per square inch was recorded
at station F, and in taxiing run 21 a sustained pressure of 3 to 3.9 pounds per square inch existed
at E. Station O, abaft the step, indicated a sustained pressure of 2.1 t0-8.5 pounds per square
inch during taxiing run 15 while at P during the samerun 2.1 pounds per square inch was only
exceeded intermittently. In each of these taxiing runs the location of the sustained pressure was
dependent on the attitude of the float. The pancake landing is particularly important by reason
of the high local pressure which travels from the stern to the bow and the large total load indi-
cated by the acceleration at the¢. g. It appears permissible to assume for this maneuver that &
sustained pressure of 3 pounds per square inch exists over the bottom from the step forward io
the position of the high-pressure area at any instant. From results obtained in the negative pres-
sure tests, discussed later, it is considered that the

IZ - T pressure abaft the step is negligible when the high
. No.! High jvessure under ¢. 9‘4 pressure is forward.
Rtﬂ~ 63_-(17‘61"?0/-?4"5 sec. Without records which show the exact simulta-
s | IEI , ' ' neous pressures over the entire float bottom it is
«Z <& :5;7 ’"/,”" impossible to determine an actual load distribution
o — {j‘ —— accurately. It is possible, however, to arrive at a
< oMo, 2 Maximym grea subject fol 1 probable load distribution from a study of the high
Ly 7 "}) L local pressures and the low sustained pressures meas-
-E P Run 55, interva ured for the same maneuvers but on different runs.
S JTTa 270 i £95 sec The sustained pressures likely to prevail in a severe
?’:0 L=587 e pancake landing have been discussed above. The
& [T area subject to hlgh pressure at a given instant in a
10—1Ne, 3 ligh pressure near bow pancake landing is determined from the pressure-
8 T B “travel curves.
6 T ,ﬁ‘;g,f%/“ The’ mtersegtions of a time ordinate with the
4 T .33 sec—  Pressure-travel curves (A) and (B) of Figures 10 and
2 a =2871/b/in. . 11 determine four abscissas which are projected down
L=68W to their respective positions on the lines of the keel
KSC; - Zlo P (:he,[s ffo . Sﬁgp / ‘|70 "ia and chine stations. These four points determine two
—— y - sides of the area subject to pressure in excess of 5 to
One-half float bottom 6 pounds per square inch, which is bounded by the

Step : Chine— - Bo keel and chine on the other two sides. The actual
FiouRs m-—APP::fT‘:::";am l‘; ;&‘:‘* Intervals for & mponitude of the pressure in this ares is determined

from the pressures given by the maximum pressure
distribution curve of Figure 9. The areas subject to high pressure, as thus determined, are
shown by the shaded areas in Figures 10 and 11 on one-half the projected float area. The
intervals are chosen to show the areas when the high pressure is under the ¢. g., in the middle of
the forebody, and near the bow. In the middle of the forebody the high pressure area is a maxi-
mum, although the pressure is not. The projected area is used because only vertical loads are
considered. The boundary lines of the areas are not perpendlcular to the keel because of the
lag in transverse distribution of pressure.

A rectangular representatlon of the load distributions at three successive intervals during a
pancake landing is given in Figure 12. The high pressure at a given instant is represented by &
rectangle with a height equal to the pressure on the ares in pounds per square inch. The
width is that of an area equivalent to the actual area subject to high pressure as given in Figures,
10 and 11, but with sides perpendicular to the keel. I is found by dividing the actual high-
pressure area by the width of one-half the float.” The .ower sustained pressure is represented
by another rectangle with a height representing a pressure of 3 pounds per square inch and a
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width extending forward from the step to the high-pressure area. The combined areas of these
two rectangles multiplied by the width of both floats is the total vertical water load. Thus,

aX2b
" X .
when a=combined area of load rectangles.
b =width of one float =26 inches.
W=gross weight of seaplane=2,150 pounds.
L=total vertical water load.

The actual weight is substituted only in the denominator so that L is given in terms of .

The three load distributions of Figure 12 represent the worst conditions of the two pancake
landing runs 55 and 56. Case 1 represents the distribution with the high-pressure ares under
the ¢. g. end was taken from run 56. Cases 2 and 3 were taken from run 55 and represent the
distributions when the high pressure is extended over a maximum area in the forebody and
when it is near the bow, respectively. The distribution forward in this landing was unusually
bad. . ) _

The maximum total load thus derived is 6.8 W, where W is the weight of the seaplane.
The maximum load indicated by the accelerations measured at the ¢. g.is 4.3 W. The maximum
acceleration was not obtained for run 55 and it is possible that it was slightly greater then the
4.3 g determined in a similar landing. It is likely, however, that the chief cause for the dis-
crepancy is insccuracy in the assumed load distribution, particularly in the sustained pressure
extending from the step to the high-pressure area. A small difference due to flexibility of the
structure is also to be considered, and there is a possibility that the load is unequally distributed
between the floats. The time at which the maximum accelerations occurred in the pancake
landings is in fair agreement with the load distributions shown, as the maxima occurred when
the high pressures were well forward. The load distributions are, therefore, probably represen-
tative of actual conditions with the exception that the magnitude of the computed total load is
possibly somewhat greater than that actuslly experienced.

The point of application of the resultant force may be determined from the load distribu-
tions given, but the direction of the resultant is unknown. It does not pass through the ¢. g.
when the resultant is forward as there is considerable angular acceleration. The magnitude of
this angular acceleration can not be determined accurately from the float angle records, but the
record for pancake landing run 44 shows that it may be as great as 10 radians per second per
second. This shows that the resultant must pass considerably forward of the ¢. g.

The load distribution abaft the step can not be determined by the method used for the
forebody since no continuous pressure travel curves were obtained. However, the accelero-
meter at the ¢. g. recorded 1.8 g when the high pressure was abaft the step in pancake landing
run 56, and at the same time the float bottom accelerometer exceeded 2 g. Stations Q and P
both recorded very high pressure in this landing and the resultant load is, therefore, probably
applied between these two stations or about 4 feet abaft the step, and.is of consider-
able importance.

L=

NEGATIVE PRESSURES

Simultaneous values of the negative pressures at intervals during take-off are given in Table
III with the corresponding air speed, float angle, and approximate water speed; and in a figure
accompanying the table the locations of the pressure orifices are shown. The pressures were
read at several intervals from continuous records taken from opening of the throttle to get-away.
The intervals were chosen so as to include high pressures throughout the runs and are timed in
seconds from the start of the take-off.

At low speeds negative pressures were sustained and e\asted over & small area extending a
few inches abaft thestep. At high speeds this area extended back along the keel more than 2 feet,
but not along the chine, and the pressures were sharply fluctuating as shown in Figure 13. At
intermediate speeds the pressures abaft the step were nearly zero but in some cases there were
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smell peak pressures at regular intervals corresponding to the period of oscillation of the sea-
plane. These variations were. most-noticeable at stations 1, 3, and 4, at which they occurred
simultaneously, but the peaks were usually positive at station 3 instead of negative as at 1 and 4.
At station 5 the pressure was unusual in that it showed no sharp fluctuations, Forward of the
step the pressure was always positive. _ _

The largest negative pressures were recorded at stations 1 and 9 ‘immediately abaft the
step and occurred with the control neutral at water speeds of from 9 to 15 M. P. H. The highest
value obtained was 0.87 pound per square inch, which is of small structural importance. At
high speeds the pressures fluctuated rapidly and there is a possibility that this m.lght cause -
considerable vibration of the bottom skin.

The negative pressures were influenced by the speed and float angle. One of the forces
determining the float angle is the force on the elevators. It was found that with the control
held back the sustained negative pressure abaft the step at low speeds was largely eliminated,
and that the longitudinal acceleration during take-off was steady. With the control neutral
or forward the negative pressure at low, speeds was high and sustained for a period of several
seconds, during which the acceleration was very slight.
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Ficure 13.—Reproduction of a typical negative pressure record showing rapid
fluctustions of pressure near get-away

DISCUSSION OF RESULTS

It is considered that the maximum pressures ohtained were excessive for the TS—I float,
since both floats were damaged during tests and eventually ruined in a landing apparently no
worse than others for which records were obtained. The complete failure was probably caused
by the repetatlon of hard landings on floats which had had considerable service. The final
failure was in the planking, stringers, and stringer bracmg a short distance forward of the step.
This indicates a failure due to local pressure which is.not necessarily coincident with maximum
momentor total vertical load.

Large total loads as well as high local pressures result from pancake landings with large
float angle. In addition, the maximum resultant force is well forward of the ¢. g. which imposes
& large moment. The direction of this resultant force was not determined because no meas-
urements of the longitudinal components of either force or acceleration were made, but the
existence of considerable angular acceleration shows that it-does not pass through the ¢. g.

The maximum pressure on.the TS-1 was about 10 pounds per square inch and on the
UO-1, 6.5 pounds per square inch. High pressures were experienced near the bow of the TS-1
and not on the UO-1. The higher pressures on the TS-1 are probably due to unequal distribu-
tion of .the load between floats, the generally h1ghe1 speed, and the smaller angle of V. The
speed of the TS-1 for comparative maneuvers is 5 to.10 M. P. H. higher than for the UO-1;
and the angle of V is 3° less at the step and 10° less at corresponding positions near the bow.
The peak pressure near the bow is probably due to the small angle of V and the gradually rising
keel line. . It is probably influenced also by the location of the ¢. g., which is 6 inches farther
forward on the TS~1 than on the UO-1 float.

The negative pressures are of small magnitude, and the mvest1gat10n shows that it is
reasonable to neglect pressures abaft the step when considering total loads with a pressure



WATER PRESSURE DISTRIBUTION ON A TWIN-FLOAT SEAPLANE 551

peak forward of the step. The resulls indicate a relstion between negative pressure and float
resistance which is possibly of sufficient importance to warrant a more complete investigation

of this relation.
CONCLUSIONS

The results of this investigation apply only to the TS-1 seaplanc as used in these tests.
The effect of variations in speed, float shape, and other characteristies likely to be different in
other designs is probably considerable on both the magnitude and distribution of pressures.

Maximum pressures as high as 10 pounds per square inch are most likely to occur at the
step, but under some conditions of landing, pressures of practically the same magnitude may
also occur at the stern and near the bow.

The only part. of the float on which no large pressure ocecurs is a limited area immediately
abaft the step in Whlch a maximum negative pressure of 0.87 pound per square inch was
measured.

Maximum pressures are always confined to a small area at any instant and last approxi-
mately one-twentieth to one-hundredth second at any given location.

Sustained pressures are always small compared to the maximum pressures and are greatest

near the step.
The worst distribution of pressures and the greatest accelerations at the ¢. g. ‘oecurred in

pancake landings and were principelly due to the development of & high pressure neer the bow. .
The negative pressures which exist abaft the step appear to be of small consequence struc-

turally, but may be of sufficient interest in a study of float resistance and trim to warrant a
more complete investigation. .
A vertical component of acceleration of 4.5 g at the ¢. g. is not likely to be exceeded in a

safe landing,
Acceleration of the float bottom is probably 1 to 2 g greater than that at the ¢. g. in hard

landings.
In future investigations of this sort the longitudinal component of acceleratlon at the c. g.
should be measured.

LANGLEY MEMORIAL AERONAUTICAL LLABORATORTY,
NATIONAL ADvisorY COMMITTEE FOR AERONAUTICS,
Laxgiey Figwp, Va., December 28, 1928.
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WATER-PRESSURE DISTRIBUTION ON THE T31 SEAPLANE FLOAT
[Recorded water pressures in pounds per square inch]

TABLE I.

Run
No,

Remarks

power off.
¢!

10 to 12 inch waves.
Vsry smooth ..... -

Smooth .

10 to 12 inch waves.
12 to 15 inch wavea,|

“da

10 to 12 inch wavee

Very smooth..._... '
do

Smooth_

12 to 15 inch waves.| .
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POWer on.
do. do
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Landing, fhst. ... I'Very smoot .......

Vsry lli'-h
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..... Smooth- 6.
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.g&oa
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run 4,
Do.
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b=pressure not axceeded
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TABLE 1T
S8UMMARY OF FIVE HIGHEST PRESSURES AT ALL 8TATIONS

Presaure stations
A B C D E F G H K L M N (o] P Q
Run Run Run Raup | Run Run Ron Run Run Run Rum Run Run Run Run
No, | P o.| P 0| P [No.| P |No,| P |No.{ P [No.| P [No.[| P |No.| » |No.| » |No.| P |No.| # |No.| P [No.| P [No| ?
7 9.7 43 10,8 8 .| 8¢9 85 8,2 | 43 7.9 56 .2 55 7.8 3 t. 7.8 8 6.8 1] 0.6 |- 56 6.7 56 0.0 56 10.8
(1] 9.7 18 10,0 2% 8.8 56 87 86 7.8 86 %1 30 58 9 7.2 56 6. B 5 7.7 18 2.9 2% | 60 56 9.2
3 9,2 a1 8.9 b2} 8,7 30 86 56 7.5 9 7.0 11 50 86 70 [ 56 50 7.0 44 8,4 ] 7.2
9 9.2 23 %9 413 8.6 47 7.4 21 71 21 6,5 58 4,8 43 60 193 58 3 6.8 wnees| 18 24 30 4.8
] 8,8 7 , B 7 8.4 43 7.0 17 7.0 11 6.7 2 4,3 47 6A 2 4.8 11 5 cnnen| 47 6.7

p=moan pressitre corraatad for acceleration In pounds per square inch, Acnelerat{on correction is +3 pound per square inch, as explained in text. Spaces left blank indicata that no prossurs was racorded,
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TABLE II1
NEGATIVE WATER PRESSURES ON THE T8-1 SEAPLANE FLOAT
Pressure {n pounds per square Inch. . Approx-
Run | Time Oﬂﬂmlgg‘_- . Alr pa e_| Float :
Maneuver No, | 1n sec- : ) ggaed in| water” | anglein Remarks
* | onds . H P.H. ggeed in | degrees
1 2 | 3 4 5 6.} . P,
Take-off, control back_ ... [ 0.0l e} 0.02]0.01}]. C 36 38 9
N | L ) S— .21 i 42 42 10-6
10 .28 .82 50 50 10-7
1 .28 891 + 3 5 53 8~5
1434 .01 .82 .01} + 58 55 7-5 | Get-away at 1534 seconds.
5 . ] 4 8 | .13j0.42 :l: + 0 .8 7. )
gﬁ 36| .10 I 2 8 9
01| J06| .08 - 28 L4 10
834 .81} .14 .03 i 38 24 10-8
1814} .34 1] - 53 39 10-6 | Glet away at 14 seconds.
) 3 7 T 75 234 .11 41 -+ 32 8 6
2;2 B LB+ 23 g 7
ol + | .08 + o 2 9 7
3 j0 1010 . i_ 23 9 8
72‘ 18] 16| 4 _ 87 a8 o7
816] .81] .186|0 f.cocnafemme-- + a7 28 o7
10%4] .39} . .02 :E 46 82 10-0
1234} .80 .42 i N 51 Tl %7 Do.
Take-off, control neutral..__.{ . 70 4 | .85 [T S 20 9 §
434 .14 o 30 4 )+ 2 i [
5.1 .01 04 01 4 - 2 i1 [ i
18 .03 140,010 53 42 8] -
214 .48 + + 55 44 7-5 | Get-away at 24 seconds.
Do 71 354 0 57 -+ :t 2 12 4
. Lﬁ 5.2 R 0.28 o 23 12 4
] .05 .04.]0.08 kil 22 (12 &
13 - 410 46 35 -4
317 - : . .36 ] .01 ) 54 43 94 | Get-away at 2314 scconds.
5 7 T — 70 3%l . .87 )+ | n 9 T8
4 .30 8| 4 - 13 [}
54 .26 4] .16 5 a7 13 [}
6 .18 18] .12 b 14 5 .
3 .08 08] .01 23 14 -]
173 .18 .16 | .I6 - 57 43 8 | Qet-away at 22)4 seconds.
Do ™ f( B8 Tk 24 10 4
. 5| W2 . i 3 14 3
B4t 53| .64 20 15 3
awl (37| .82 .16 30 18 4
114 .23 B .20 ;.. 30 18 .4
12 05! .07 % 30 18 5 '
‘14 03 . a0 15 8
238 .87 | .32} .01 + 52 38 36
Take off, control forward..... 72 ) .50 2B .12 5
6780 .25 . 2 % 13 8
LT 08 001 .03 . 25 14 4
18; 05 L1110 (0510 42 81 5-1
2418 .87 + | 585} + 54 43 Get-away at 20}4 seconds.

~}=positive pressure,

Scole in inches R/'ghf china
o 1o 20
. =
LT
] Og Q] 06
M
Left chine. Step/ )

Location of negatlve pressure orifices In the
T8-1 float



